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DEGSON ELECTRONICS CO.LTD,

DG129-5.0/7.5-100A
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¢ 100Aupgrade to double stitching forimproved
stitching and stability.
e 100Aupgrade screw structure, avoid the risk
of screw sag.
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Model W'([Wevé,amg- € | Poles | B3/F(V) Rated voltage | E375(A) Rated current | B8/&(V) Rated voltage | E3i7i(A) Rated current
DG129-5.0 26-12/0.5-2.5| 2-XXP 250 20 300 20
DG129-7.5 26-12/0.5-2.5| 2-XXP 450 20 300 20
RIFA{TIk Application BISY}H8 Cross reference
TIAkEzk , BIR , IXBBINE , &, DEGSON | RE{F1/Competitor1| [E452/Competitor2
Industrial automation,power supply,instrument, security etc. DG129-5.0 - -
— DG129-7.5 - -
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Series NO. NO. of pole

1 single pitch B General Color
Double pitch m PANTONE  556C
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Product model Pcs./Pkt.
DG129-5.0 50 ‘
DG129-7.5 50 Series NO. NO. ofpole
1 single pitch JEFAE General Color

[De120-75 | — [X/XIP — [1][4] — F&ma™]

2 Double pitch = PANTONE  556C
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